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Rotary Lift® is 
the world leader 
in service bay 
productivity. 
We offer a 
broad range of 
solutions to make 
any service bay 
more productive.

For more 
information and 
a complete guide 
to our product 
offering, visit us 
on the web  at 
rotarylift.com or 
contact your local 
distributor today.



Parallelogram Lifts
 Commercial Truck & Transit



Industry Leader
The parallelogram lift system 
is convenient for facilities and 
technicians. The lift is not 
underground and has no EPA 
concerns. Technicians can 
be more productive with easy 
access to the sides of the 
vehicle with no column obstruction, 
and the clear fl oor design allows 
for a clean work area.

The lift includes standard patented 
negative rake/radius teeth heavy-
duty mechanical locks (U.S. Patent 
No. 5,190,122) made of T-1 steel. The 
benefi ts continue with automatic 
wheel chocks and a full-length 
safety strip designed with increased safety strip designed with increased 

Parallelogram Lift

Shown: 50/32-FShown: 50/32-F
50,000 lbs. capacity 50,000 lbs. capacity 
parallelogram fl ush parallelogram fl ush 
mount liftmount lift

productivity and safety as the 
main focus. For even greater 
performance, Rotary® offers 
a host of options including 
built-in lights, rolling jacks and 

a variety of ramps. a variety of ramps. 

Our parallelogram Our parallelogram 
lifts meet the lifts meet the 
ANSI/ALI ALCTV ANSI/ALI ALCTV 
1998 standard, 1998 standard, 
including the required including the required 

third-party validation. Your assurance third-party validation. Your assurance 
of certifi cation is the gold ALI/ETL 
certifi ed label.
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Surface in recessed mount

Flush mount No front-to-rear obstructions

Maximum side access - clear fl oor
Shown: 50/32-S 50,000 lbs. capacity with jacks

Shown: 75/30-SShown: 75/30-S
75,000 lbs. capacity 
parallelogram surface 
mount lift

Shown: 130/30-S
130,000 lbs. capacity 
parallelogram surface 
mount lift

Installation Confi guration Options Maximum Access from the Side 
and Front to Rear



Features and Benefi ts

Shown: 50/32-F
50,000 lbs. capacity 

 parallelogram fl ush  parallelogram fl ush 
mount lift

Optional Built-in Lights
Heavy-duty 48” 115v fl uorescent lights 
at the front and rear of the lift provide 
excellent illumination under vehicles 
being serviced. The shatter proof shield 
and refl ective lens can be rotated 360° to 
get just the right amount of light needed.

Optional Built-in Air
Quick disconnects for compressed air are 
installed at the front and rear of lift.

Wheel Chocks
Automatic wheel chocks engage when 
the lift is raised, and release when it 
is lowered.

PLC Power Unit
The lift can be programmed with multiple 
height presets for different sizes of 
vehicles. The PLC power unit monitors 
all safety functions mechanical and 
electrical, 40 times per second.
all safety functions mechanical and 
electrical, 40 times per second.
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Shown: GUWSFF20Shown: GUWSFF20
4,400 lbs. capacity4,400 lbs. capacity
with GA adapterwith GA adapter

For more information about Rotary® products,
visit www.rotarylift.com or call 800.640.5438

Patented Clear Floor Design
Our parallelogram design allows for no Our parallelogram design allows for no 
obstructions between the legs of the 
runway. The patented (U.S. Patent No. 
D 343,488; 5,096,159; and 5,199,686) clear 
fl oor allows access from both sides as 
well as from the front and rear.

Safety Strips
The outside safety strip requires 
4 lbs. of pressure to stop the lift.

Patented Mechanical Locks
Mechanical locks are position 
monitored, T-1 steel, patented 
negative rake/radius teeth (U.S. Patent 
No. 5,190,122). The locks have ten 
positions, the fi rst is located at 24”.

Optional Rolling Jacks
Rolling jacks allow the front, rear, or all Rolling jacks allow the front, rear, or all 
wheels to be lifted off the runways for 
brake, tire, alignment and suspension 
work. The jacks are supported between 
the runways, not on the top.

Shown: 50/32-F
50,000 lbs. capacity 

 parallelogram  fl ush  parallelogram  fl ush 
mount lift



Model: 25/26-S
36/28-S
36/28-F

45/35-S
45/35-F

50/26-S
50/26-F

50/32-S
50/32-F

Rise* 63” (1600mm) 63” (1600mm) 63” (1600mm) 63” (1600mm) 63” (1600mm)

Lifting Capacity 25,000 lbs. (11300kg) 36,000 lbs. (16300kg) 45,000 lbs. (20400kg) 50,000 lbs. (20400kg) 50,000 lbs. (20400kg)

Length Platform 26’ (7925mm) 28’ (8534mm) 35’ (1668mm) 26’ (7925mm) 32’ (9754mm)

Length Overall 34’ 3 3/16” (10440mm)
36’ 3 3/16” (11050mm)
28’ (8534mm)

43’ 3 3/16” (13190mm)
35’ (1668mm)

34’ 3 3/16” (10440mm)
26’ (7925mm)

40’ 3 3/16” (12270mm)
32’ (9754mm)

Width Platform 28” (711mm) 30”  (762mm) 30”  (762mm) 32” (813mm) 30”  (762mm)

Width Overall 101” (2565mm) 105” (2667mm) 105” (2667mm) 109” (2769mm) 105” (2667mm)

Height Retracted 12” (305mm)
11 7/8” (302mm)
Flush

11 7/8” (302mm)
Flush

12 7/8” (302mm)
Flush

11 7/8” (302mm)
Flush

Motor 7.5hp
10hp
15hp

15hp
20hp

15hp
20hp

15hp
20hp

Number of Legs 4 4 6 4 6

Min. Floor 
Thickness

4” (102mm)
4 1/2” (114mm)
9” (229mm)

4 1/2” (114mm)
9” (229mm)

6” (152mm)
9” (229mm)

4 1/2” (114mm)
9” (229mm)

Parallelogram Lifts Specifi cations

Model:
50/48-S
50/48-F

75/30-S
75/30-F

75/48-S
75/48-F

100/42-S
100/42-F

130/30-S

Rise* 63” (1600mm) 63” (1600mm) 63” (1600mm) 63” (1600mm) 63” (1600mm)

Lifting Capacity 50,000 lbs. (22700kg) 75,000 lbs. (34000kg) 75,000 lbs. (34000kg) 100,000 lbs. (45400kg) 130,000 lbs. (59000kg)

Length Platform 48’ (14630mm) 30’ (9144mm) 48’ (14630mm) 42’ (12802mm) 30’ (9144mm)

Length Overall 56’ 3 3/16” (17150mm)
48’ (14630mm)

38’ 3 3/16” (11660mm)
30’ (9144mm)

56’ 3 3/16” (17150mm)
48’ (14630mm)

50’ 3 3/16” (15320mm)
42’ (12802mm)

38’ 4” (11684mm)

Width Platform 32” (813mm) 32” (813mm) 32” (813mm) 32” (813mm) 36” (914mm)

Width Overall 109” (2769mm) 109” (2769mm) 109” (2769mm) 109” (2769mm) 117” (2972mm)

Height Retracted 12 7/8” (327mm)
Flush

12 7/8” (327mm)
Flush

12 7/8” (327mm)
Flush

12 7/8” (327mm)
Flush 16” (406mm)

Motor 20hp 20hp 20hp 20hp 2x20hp

Number of Legs 6 6 8 8 8

Min. Floor 
Thickness

6” (152mm)
9” (229mm)

6” (152mm)
9” (229mm)

6” (152mm)
9” (229mm)

6” (152mm)
9” (229mm)

consult factory

 * Rise is calculated from fi nished fl oor to top of platform.

Examples:
25/26-S = 25,000 lbs. capacity 26’ long 
platform surface mount.

50/26-F = 50,000 lbs. capacity 26’ long 
platform fl ush mount.

Installation Confi guration:
S ........................... Surface Mount
F ............................ Flush Mount

Identifying Model Numbers
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Rolling Jacks
Rolling jacks allow the front, 
rear, or all wheels to be lifted 
off the runways for brake, tire, 
alignment and suspension work. 
The jacks are supported between 
the runways, not on the top.

Wheel Dolly
A heavy-duty winch provides 
ease of operation through 
38” (965mm) of vertical travel

Heavy-duty lift arms are made Heavy-duty lift arms are made 
with ball bearing conveyor with ball bearing conveyor 
rollers which allow easy rotation rollers which allow easy rotation 
of wheels for alignment with of wheels for alignment with 
bolt patternsbolt patterns

The hydraulic tilt adjustment 
enables the lifting arms to 
match the angle of the spindle

Side shifting capabilities allow 
easy positioning of the load 
without moving or repositioning without moving or repositioning 
the entire wheel dolly

Maneuverability is made easy by Maneuverability is made easy by 
means of two rear mounted ball means of two rear mounted ball 
bearing swivel caster wheels

Low profi le design provides 
ample clearance when 
used with platform lifts

Maneuverability is made easy by 

Model: APO9525

Lifting Capacity 850 lbs. (386kg)

Length Overall 48” (1219mm)

Width Overall 52” (1321mm)

Height Overall 65” (165mm)

Lift Arm Length 22” (559mm)

Lift Arm Spread 24” (610mm)

Lift Arm Rise 38” (965mm)

Side Shift
14” (356mm)

7” (178mm) left, 7” (178mm) right

Shipping Weight 450 lbs. (204kg)

Wheel Dolly Specifi cations

Retractable Wheel Kit

5”

Model:
RJ25
RJ50

Lifting Capacity
25,000 lbs. (11340kg)

50,000 lbs. (22680kg)

Full Extension 13 13/16” (351mm)

Width Overall 51 1/2” (1308mm)

Retracted Height 5 11/16” (145mm)

Cylinder Travel** (max.) 35” (889mm)

Cylinder Travel** (min.) 8” (203mm)

Motor air 100psi/20cfm

Rolling Jack Specifi cations

 ** Cylinders operate independently of each other


